MD 177 IS ASSUMED TO RUN
IN AN EAST-WEST DIRECTION

CONSTRUCTION DETAILS
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GENERAL NOTES

1.

USE EXISTING BASE MOUNTED CABINET AND CONTROLLER.
(NOTE: SHA FORCES SHALL RETROFIT CONTROLLER EQUIPMENT
TO CPERATE VIDEQO DETECTICN EOUIPMENT).

USE EXISTING HANDHOLE.

USE EXISTING CONDUIT.

USE EXISTING STRAIN POLE.

AQSTQ%EDVIDEO DETECTION CAMERA ON EXISTING LIGHTING BRACKET
N

ABANDON EXISTING LGCOP DETECTOR.

SHA property

ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY

AND MAY NOT BE COMPLETE.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS

UTILITY PRIOR TO THE CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE

FIELD.

1F THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN UTILITIES AND THE
TRAFFIC SIGNAL WILL OCCUR,

THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER

- IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOCLVED.
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NEMA PHASING
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PHASING NOTES

. Phases Associated By A Solid Line Will Not Operate Concufrenﬂg.
2 Phases Associated By A Dashed Line Will Operate Concurrently.

FLASHING OPERATION

'Bf EQUIPMENT TG 8BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR
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. 8004
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EQU I-PMENT LIST
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OUANTITY

1 EACH
1 EACH

1 EACH
1 EACH

MAINTENANCE OF TRAFFIC

REMOVE AND DISPOSE OF EXISTING MATERIAL
AND EQUIPMENT AS PER ASSIGNMENT

VIDEO DETECTION CAMERA

CONTROL CABLE. 250 FT. VIDEQ DETECTION
CAMERA TO CONTROLLER

DESCRIPTION

LEGEND OF UNDERGROUND
AND OVERHEAD UTlYﬁES

2. REMUVE AND DISPOSE OF ALL UNUSED SIGNAL CABLE.
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"A.  EOUIPMENT TO BE SUPPLIED BY THE SHA
ITEM NO. QUANTITY ‘ DESCRIPTION TOD NoAT408
3086 1 EACH VIDEQ INTERFACE EQUIPMENT: 1-4 CAMERAS  SHA No: AA426A55/B55
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Baltimore, Maryland 21231
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CONTRACT NO. AT7245185
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MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
Office of Traffic & Safely
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